
ALSTOM POWER CENTRALES - BELFORT DMS/060909/PM1
EMAIL WH/00071
745117 P12 73077 CW32702
MARITZA EAST 1 BULGARIA 07CW32702/01-02
01/02LAB40 AA002 03
DRUM LEVEL NORMAL CONTROL VALVE 2

Water SERVICE CONDITIONS

bar.a bar.a deg C (%) (%) (dBA)
213.7 203.7 182.4 402.5 85% 79% <75 20.17
210.0 200.0 179.0 371.8 79% 71% <75 20.17
225.6 215.7 173.6 361.9 77% 69% <75 20.07
197.6 187.6 152.1 185.1 39% 34% <75 20.17
189.5 179.0 137.0 121.6 26% 23% <75 20.67
333 1.01 Insulation
333 195 ANSI FCI 70-2 Class V 0.0  Inch

SD-Severe Duty, Globe Pressure Seal
Teflon

2500 Standard Stainless Steel
Butt Weld, Sch 160 Per ANSI B16.25, Fig. 2b Single Packed
Butt Weld, Sch 160 Per ANSI B16.25, Fig. 2b Continuous Modulation
ASTM A217 WC6
310mm ID x 25.5mm WT 8" Sch 160 x 310mm ID x 25.5mm WT, Length: 12.00 In., 15NiCuMoNb5
310mm ID x 25.5mm WT 8" Sch 160 x 310mm ID x 25.5mm WT, Length: 12.00 In., 15NiCuMoNb5

8 Inch with 2 Turns Metal
RAVEN (Balanced with Ucup seal) 400/70 SST & 300SST Disc Stack
OVER THE WEB 472.2 @Max Travel of 4.5'' (+/-1/8)
1.25 Inch
RAVEN

Pneumatic Piston Studded
18" Diameter TBA
Direct (Air Fail Open) TBA lbf/in
None 12286 lbf
Ductile Iron 4577 lbf
5.0 bar.g N/A psi.g
3.5 bar.g

Siemens SIPART PS2, Single Acting None
4-20 mA Davis Pneumatics, w/Gauge 1
YES None
NO As Required for Stroke Speed
NO Pneumatic Isolation Valve 1

1/2" Stainless Steel Tubing (NERO)
None

Rev Initials Date
UK-1-2 (WS Version)

Description : 8 Inch, Class 2500 STD, BW, A217 WC6, SD, Pneumatic Piston

t/hr ft/sec

COPES-VULCAN, SPX Process Equipment CONTROL VALVE
SPECIFICATION SHEET

304.9 10

960.5 32
889.2 29
864.0 28
449.6 14

8 Inch

ACTUATOR

ACCESSORIES

BODY AND BONNET
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