
ALSTOM POWER CENTRALES - BELFORT DMS/060909/PM1
EMAIL WH/00071
745117 P12 73077 CW32709
MARITZA EAST 1 BULGARIA 07CW32709/01-02
01/02 LBC20 AA011 10
START-UP CONTROL VALVE 2

Steam SERVICE CONDITIONS

bar.a bar.a deg C (%) (%) (dBA)
16.54 15.0 299.5 396.2 87% 83% <70 0.30
39.2 15.0 334.0 164.06 36% 37% 76 3.73
39 15.000 334.0 138.50 30% 33% <70 #VALUE!
39 15.000 334.0 138.50 30% 31% <70
39 15.000 334.0 138.50 30% 31% <70
54 1.01 Insulation
54 500 ANSI FCI 70-2 Class IV 3.0  Inch

GS - General Service, Globe Bolted w/Extension & Bonnet Spacer
Grafoil

600 Standard Stainless Steel
Butt Weld, Sch 40 Per ANSI B16.25, Fig. 2b Single Packed
Butt Weld, Sch 40 Per ANSI B16.25, Fig. 2b Continuous Modulation
ASTM A217 WC9

8'' Sch 8mm WT
8'' Sch 8mm WT

8 Inch with 4,2 Turns Metal
RAVEN (Balanced with Piston rings) 400/70 SST & 300SST Disc Stack
UNDER THE WEB 457.5 @Max Travel of 4.5'' (+/-1/8)
1.00 Inch
RAVEN

CV700 160-5R 4 x Studded
357580

Reverse (Air Fail Closed) 768 lbf/in
None 1422 lbf
Ductile Iron 730 lbf
4.0 bar.g 11 - 32 psi.g
2.9 bar.g

Siemens SIPART PS2, Single Acting None
4-20 mA Norgren B64G-4GK-AD3-RMN 1
YES ASCO (110V DC) 1
NO De-Energise to Vent Actuator
NO RK 3000 1

Pneumatic Isolation Valve
1/2" Stainless Steel Tubing (Hoke)
None

Rev Initials Date
UK-1-2 (WS Version)

Description

COMMENTS

BODY AND BONNET

TRIM

12.96

8 Inch

ACTUATOR

ACCESSORIES

54.2 16395

31.8 9373
64.2 19420
54.2 16395.0
54.2 16395

COPES-VULCAN, SPX Process Equipment CONTROL VALVE
SPECIFICATION SHEET

Description : 8 Inch, Class 600 STD, BW, A217 WC9, GS, CV700 160-5R

t/hr ft/min
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