
ALSTOM POWER CENTRALES - BELFORT DMS/060909/PM1
EMAIL WH/00071
745117 P12 73077 CW32710
MARITZA EAST 1 BULGARIA 07CW32710/01-02
01/02 LCJ21 AA001 11
LP2 EMERGENCY DRAIN 2

Water SERVICE CONDITIONS

bar.a bar.a deg C (%) (%) (dBA)
0.780 0.123 85.2 217.2 85% 86% --- 5.17
0.792 0.114 85.7 176.3 69% 70% --- 5.25
0.415 0.038 61.2 48.49 19% 25% --- 3.92
0.415 0.038 61.2 48.49 19% 27% --- FLASHING
0.415 0.038 61.2 48.49 19% 27% --- FLASHING

3 1.01 Insulation
3 125 ANSI FCI 70-2 Class IV 0.0  Inch

SD-Severe Duty, Globe Bolted
Grafoil

150 Standard Stainless Steel
Butt Weld, Sch 40 Per ANSI B16.25, Fig. 2b Double Packed (w/leakoff Tapped & Plugged)
Butt Weld, Sch 40 Per ANSI B16.25, Fig. 2b Rarely Modulating
ASTM A217 WC9

10'' Sch 40
10'' Sch 40

8 Inch with 2 Turns Metal
RAVEN (Balanced with Ucup seal) 400/70SST & 300SST Disc Stack
UNDER THE WEB 254.1 @Max Travel of 2'' (+/-1/8)
1.00 Inch
RAVEN

CV700 160D+TMHW 4 x Studded
357572

Direct (Air Fail Open) 640 lbf/in
Top Mounted 985 lbf
Ductile Iron 399 lbf
4.0 bar.g 6 - 15 psi.g
1.8 bar.g

Siemens SIPART PS2, Single Acting None
4-20 mA Norgren B64G-4GK-AD3-RMN 1
YES None
NO RK 3000 1
NO Pneumatic Isolation Valve 1

1/2" Stainless Steel Tubing (Hoke)
None

Rev Initials Date
UK-1-2 (WS Version)

Description

COMMENTS

BODY AND BONNET

TRIM

1.29

10 Inch

ACTUATOR

ACCESSORIES

19.2 0.35

88.5 1.64
72.0 1.34
19.2 0.35
19.2 0.35

COPES-VULCAN, SPX Process Equipment CONTROL VALVE
SPECIFICATION SHEET

Description : 10 Inch, Class 150 STD, BW, A217 WC9, SD, CV700 160D+TMHW

t/hr ft/sec
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